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ALL UNDERGROUND AND QVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR SHALL
8 RESPONSIBLE FOR NOTIEYING MISS UTILITY PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE
CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE TRAFFIC SIGNAL WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PROJECT
o ENGINEER IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.
o 3 SR RTINS AL B AT SR TR EIML RSB AR IR IRETACLEAIANER A0 R Bl
Ty . ] . . .
- AR
A. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE (STANDARD NO. MD 801.01~01), LED COUNTDOWN \_9 |\l iy 3. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLE TO THE APPRDPRIATE TERMINALS AND SHALL PROPERLY LABEL
I;’EDESTRIAN SIGNAL HEAD, AUDIBLE/TACTILETE%DESTRIAN PUSHBLUTTON, AND R10-3(1) SIGN (TO READ “PUSH BUTTON TO CROSS PHIRNE ROAD”) (INSTALL o r{.\;gﬂb'l 0\ EACH CABLE. ALL UNUSED SIGNAL CABLE SHALL BE PROPERLY REMOVED AND DISPOSED.
~2 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN POLE BASE). N .
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B. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIF[ED BREAKAWAY BASE (STANDARD NO. MD 801.01-01), LED COUNTDOWN w \ I FIGURES 4E—3 AND 4E~4 AND THE NCHRP PUBLICATION “ACCESSIBLE PEDESTRIAN SIGNALS: GUIDE TQ BEST PRACTICE.” _IF NOT MET. THE
PEDESTRIAN SIGNAL HEAD. AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON, AND R10-3(1) SIGN (TO REE.D "PUSH BUTTON TO CROSS CRAIN HIGHWAY”) ‘1‘5 " ﬁﬂ%@ﬁ%g’?? IS TO STOP WORK ON PUSHBUTTON LOCATIONS UNTIL A DESIGN WAIVER IS OBTAINED. APPROVED BY THE DIRECTOR. OFFICE OF TRAFFIC
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C. REMOVE EXISTING PEDESTRIAN SIGNAL HEAD AND SIGN. INSTALL LED COUNTDOWN PEDESTRIAN SIGNAL HEAD., AUDIBLE/TACTILE PEDESTRIAN - B = i 5. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A PERSON IN A WHEELCHAIR REACHING LESS THAN 18 INCHES FROM A
T TTON. AND R10-3(1) STGN (T0 READ “PUSH BUTTON TO CROSS PHIRNE ROAD"). \ é\ i \ 60—INCH BY 60-INCH LEVEL LANDING AREA WITH A CRQSS SLOPE OF LESS THAN OR EQUAL TO 2 PERCENT.
T i - 6. THE MINIMUM 10-FQOT SEPARATION BETWEEN PUSHBUTTONS IS TD BE MEASURED FRCOM THE FACE OF THE PUSHBUTTON TO THE FACE OF
D. REMOVE EXISTING PEDESTAL POLE AND ALL ASSOCIATED EQUIPMENT. REMOVE EXISTING FOUNDATION 12 IN. BELOW GRADE AND BACKFILL. D\l i 3 o . LSHBUTTON Y NOT FROM CENTER OF POLE TQ CENTER OF POLE.
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E. REMOVE EX1STING PEDESTRIAN SIGNAL HEADS. PUSHBUTTON, SIGNS: AND ALL ASSOCIATED ELECTRICAL CASLE. ;\ \‘n 2 it \% 7. THE CONTRACTOR SHALL REPAIR ANY DAMAGE TQ ANY SIDEWALKS CAUSED BY THE INSTALLATION OF SIGNAL EQUIPMENT.
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F. REMOVE EXISTING PEDESTRIAN SIGNAL HEAD AND SIGN. o » N g 8. PUSHBUTTON ARROWS ARE TO BE PARALLEL TQ THE CROSSING FOR WHICH THEY ARE INTENDED.
G. USE EXISTING BASE MOUNTED CABINET/CONTROLLER. INSTALL AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON BASE UNIT. | 11“.‘“1' g N \“” 9. ;E%Dgo%R%ﬁg%LEE%ENVERIFY ALL PROPOSED POLE LOCATIONS
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N w1 10. ALL PAVEMENT MARKINGS SHALL BE INSTALLED IN ACCORDANCE WITH STATE OF MARYLAND
J. USE EXISTING CONDUIT. 1 i i l MSHA STANDAROS. DEPARTMENT OF TRANSPORTATION
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